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20 Minute Rated Frames, Sidelights,
Borrowed Lights And Transom Lights

• Negative Pressure Tested
• Min. density of wood species - 33 lbs.
• 8’ x 9’ frame opening
• Max glass size in frames not to exceed

1,296 sq. in. of visible glass and not to
exceed 54” in any direction

• Glazing - Wire Glass (Asahi or Pilkington)
or Firelite, Firelite Plus, Firelite NT

• Casing must be at least 3/8” thick over
void between frame and wall

20 Minute Rated Wood Frame

• Positive Pressure Tested
• Min. density of wood species - 33 lbs.
• 8’ x 9’ frame opening
• No restrictions on casing size or profile

45 Minute Rated Frames, Sidelights,
Borrowed Lights And Transom Lights

• Positive Pressure Tested
• Min. density of wood species - 33 lbs.
• Max. unit size - 12’ width x 11’ 4” height
• Door frame accommodates up to a pair

of 3’ x 9’ 45 minute doors
• Max. glass size not to exceed 2,810 sq.

in. of visible glass
• Glazing - Wire Glass (Asahi or Pilkington)

or Firelite, Firelite Plus, Firelite NT
• No restrictions on casing size or profile

Full Light 45 Minute Rated Doors

• Positive Pressure Tested
• Max door size of 3’ x 9’
• Max glass size not to exceed 1,556 sq.

in. of visible glass and not to exceed
85” in height

• Glazing - Wire Glass (Asahi or Pilkington)
or Firelite, Firelite Plus, Firelite NT

Listed by Underwriters Laboratories, Inc.
(UL) & ITS Testing Services, Inc. (Warnock
Hersey).  Tested using Positive Pressure -
UBC 7-2, 1997 & UL10C standards.

Intumescent Compounds

Frame Liner: PEMKO #FGL4000
Stops: PEMKO #FGS4000, #FG1000
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